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PREASSEMBLED MODUL MANIFOLDS

THERMOSTAT MIXING VALVE FOR UNDERFLOOR HEATING SYSTEMS

COMPONENTS FOR UNDERFLOOR HEATING SYSTEMS, PEX PIPE

D

Nickel-plated compression union for cross-linked polyethylene pipe to UNI 9338 standard.
EPDM O-ring.

817M

Type Part no. Size Ø Tube
817M 817MC12142 1/2" 14 x 2,0
817M 817MC1215 1/2" 15 x 2,5
817M 817MC121612 1/2" 16 x 2,0
817M 817MC1216 1/2" 16 x 2,2
817M 817MC12S18 1/2"S 18 x 2,5
817M 817MC341612 3/4" 16 x 2,0
817M 817MC341713 3/4" 17 x 2,0
817M 817MC341814 3/4" 18 x 2,0
817M 817MC341813 3/4" 18 x 2,5
817M 817MC342016 3/4" 20 x 2,0

AQUAMIX.
Thermostat mixing valve for radiant panel systems. 
With 10 set positions and fixed by-pass against over temperature. 
Setting range: 25°C / 50°C. Max. differential pressure: 2 bar.

63C

Type Part no. Size
63C 6310C34 3/4" FF
63C 6311C1 1" FF

Example of installation scheme of AQUAMIX valve for radiant panel system with
distribution manifold group (822MM-822MR) complete with balancing valve series
(STAD) in inspection box.
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TECHNICAL NOTE

3/4” EURO-CONE compression unions for PEX pipe, designed for connections of valves
and manifolds.

ECP

Type Part no. Size Ø Tube 
ECP ECP1620 3/4" EURO-CONE 16 x 2,0
ECP ECP1720 3/4" EURO-CONE 17 x 2,0
ECP ECP1820 3/4" EURO-CONE 18 x 2,0
ECP ECP2020 3/4" EURO-CONE 20 x 2,0
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